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ABSTRACT QF THE DISCLOSURE 
Apparatus is provided for producing signals which rep- 
resent informadpn indicsdiye of the location of a light 
source which is permitted to he imaged upon the photo 
detecting surface through a mask having a rectangular 
shaped opening over which a shutter is oscillated having 
a differently shaped opening, whereby the output of the 
photo detector comprises pulses whose width represents 
information as to the position of the light source. 


This invention relates in general to light detection sys- 
tems and, more particularly, to electro-optical apparatus 
for determining die jKisition of a light source. 

Becaus.e of the distances traversed in space flight, espe- 
cially interplanetary space flight, it is necessary to direct 
the antennas on the spacecraft toward the earth in order 
to transmit and receive signals to and from the space- 
craft which are weak upon arrival at their respective re- 
ceiving means. Since it is desirable for the received sig- 
nals to have as high a level as possible, the spacecraft 
antennas must be oriented in a position whereby the 
maximum signal can be transmitted and received. It has 
been found that by utilizing the earth as a light source 
and positioning the antennas so that they point directly 
toward this light source, it is possible to reduce require- 
nients of the transmitter on the spacecraft. Normally, a 
light detector is mounted so that it points in the same 
direction as the antenna. The light detector determines 
the position of the light source with respect to the an- 
tenna and then a correctional signal is produced so that 
the antenn^ is positioned where a maximum signal can 
be tr^smitted and received. 

It h^ been found, however, that in prolonged space 
fligto, such as for a year or longer, where failure of 
moving parts in such light detectors can occur because 
of long continuous use, it is desirable that the moving 
parts of the light detector and associated equipment be 
kept to a minimum. Heretofore, light detection devices 
which have been used for positioning antenna spacecraft 
have required many moving parts and also been cumber- 
some and extrerneiy complicated. 

ill c^der to oWcome the attendant disadvantages in 
prior art light detection systems the light detection sys- 
tem, of the present invention provides information with 
regard to the orientation of the spacecraft antenna with 
respect to the light source utilizing only a single moving 
part, thus allowing maximum reliability during prolonged 
space flights. 

More specifically, according to an embodiment of the 
invention, an optical system focuses an image of a light 
source on the surface of a photosensitive light detector. 
Interposed between f he optical system and the light de- 
tector is a position reference having a rectangular aper- 
ture ^herein. A 4rapezoidally shaped shutter is oscillated 
in a plane between the detector and the optical system, 
alternately blocking and passing the light image through 
the aperlme of the position to the light detector. 

The jii^t 4etotor ngrinally comprises a photomultiplier 
tube. As explained herein, output signals of the detector 
furnish information of the position of the light source 
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with respect tq two axes of an antenna and, further, prd- 
vide information as to whether dr ndt the light source is 
present. Correction of the antenna can then be made so 
that it points toward the light source. 

5 The advantages of this invention, both as to its con- 
struction and inode of operation, will be readily appre- 
ciated as the same become better understood by refer- 
ence to the following detailed description when considered 
in connection with the accompanying drawings in which 
jQ like referenced numerals designate like parts throughout 
the figures and wherein: 

FIG. 1 is ah exploded fragmentary view of the portions 
of the light detection system* of the present invention; 

FIG. 2 is a perspective view of the light detection sys- 
15 tern of the present invention; 

FIG. 3 is a view of a portion of the light detection 
system used to show various positions of the light source; 

FIGS. 4(a), 4(b), and 4(c) show curves of the output 
voltages obtained from the light detection system and 
20 various positions of the light sources shown in FIG. 3, and 

FIG. 5 is an alternate embodiment of the shutter used 
in the light detection system of FIGS. 1-3 . 

Referring how to the drawings, there is sho wn in FIG. 
1 the major portions of the novel light detection system 
25 of the subject invention for purposes of explanation of 
the operation thereof. The light detection system com- 
prises essentially an optical system 12 which is used to 
focus an image of the source of light on a photosensitive 
light detector 14. Interposed between the optical system 
30 and the light detector is a position reference 16. Further, 
a shutter 18 having a trapezoidal shape is interposed be- 
tween the optical system 12 and the position reference 16. 
The shutter oscillates back and forth across the position 
reference so that the light source whose rays are focused 
35 to a point in the plane of the position reference is alter- 
nately blocked and allowed to pass. 

The light detection system of FIG. 1 is normally posi- 
tioned with respect to an antenna on a spacecraft so that 
when the light source is focused in the center of the posi- 
40 tion reference 16 the antenna will be orientated in a posi- 
tion whereby a maximum signal will be both transmitted 
and received. Should the light source shift with respect 
to the antenna so that the light source is no longer focused 
in the center of the position reference, the antenna will 
45 no longer be ipi an optimum position. The amount of the 
shift of the light source from the center of the position 
reference is proportional to the amount which the antenna 
has shifted from its optimum position. The present inven- 
tion prO'vides a system for detecting and determining the 
50 amount of shift of the light source from the center of the 
position rcference with respect to two axes in the plane 
of the position reference. A signal indicative of the posi- 
tion of the light source and the antenna can then be used 
to produce a correctional signal (which forms no part of 
55 this invention) for the antenna of a spacecraft. The an- 
tenna can then be moved to a position whereby ma^mum 
output signals will once again be transmitted and received. 
Simultaneously of the fight source will once again 

be positioned in the center of the position reference. More- 
60 over, absence of a signal from the light detector would be 
an indication that no light source was present. 

Referring now to FIG. 2, there is shown a preferred 
embodiment of the invention in accordance with the above 
illustrated drawing. The 'optical system comprises a lens 
65 24 which is secured in* a lens holder 26. The lens holder 
is fakened to one end of a housing '28. Also contained 
within the housing is a photosensitive light detector which 
comprises a phdtdmurtiplier tube 32 having a position 
reference which is formed of an opaque portion 34 mount- 
70 ed at the photosensitive end o£ the photomultiplier tube. A 
rectangular aperture 36 in the position reference allows 
light beams which impinge the lens 24 to pass through 
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the position reference to the photosensitive surface of the 
photomultiplier tube. 

The shutter comprises an opaque, trapezoidally-shaped 
member 42, The major width of the shutter is slightly 
greater than the width of the aperture 36. The shutter 
is caused to oscillate by means of a simple magnetic drive 
system (which forms no part of this invention). Secured 
to one end of the member 42 is a vibrating reed which is 
split into a pair of leaves 52, 54. The leaves are then 
secured to the magnetic drive means contained in a hous- 
ing 56. Normally the drive means may consist simply of 
a pair of coils suspended in a permanent magnetic field. 

The shutter oscillates in front of the aperture 36 to the 
extreme positions shown by the dotted lines in FIG. 2. 
These extreme positions are such that when the shutter 
is in these positions light from the lens 24 can strike any 
portion of the aperture 36 and will not be blocked by the 
shutter. 

Referring now to FIG. 3, there is shown for purposes 
of illustration of operation of the device of FIG. 2 three 
different positions of the source of light focused in the 
aperture and in FIG. 4(«-c) the resultant output signals 
depicted by these three positions, respectively. In posi- 
tion A the light source is focused directly in the center 
of the aperture. When the light source is focused in this 
position and the shutter is positioned directly over the 
aperture, no light is received by the photomultiplier tube. 
FIG. 4(a) depicts the output voltage of the photomulti- 
plier tube with the light source in position A. At time 
the shutter is positioned exactly at its center of move- 
ment. In this position the light source is blocked by the 
shutter and there is no output signal from the photo- 
multiplier tube. As the shutter moves toward the left, at 
time ti the shutter will no longer cover the light source 
and an output voltage will be produced. This output volt- 
age continues until time t 2 when the shutter has com- 
pleted its movement to the left of the aperture and once 
again covers the light source as it moves to the right. At 
time ts when the shutter has moved to the right of the 
light source, an output voUage again is produced. The 
shutter continues its movement to the right of the aper- 
ture and then returns once again at time U to a position 
where it is blocking the light source. 

When the light source is focused at position B in the 
aperture, that is, moves along the x-axis with respect to 
the aperture, the shutter will block the light source but at 
a later time during the movement of the shutter from left 
to right in the drawing than if the light source were in the 
center of the aperture. FIG. 4(b) depicts the output volt- 
age when the light source has been shifted to position B 
in FIG. 3. At time /q when the shutter is blocking the 
aperture, no output voltage is produced. However, as the 
shutter moves to the left an output voltage is produced 
at time when the light source is no longer blocked by 
the shutter which is at a time later than for a light source 
centrally positioned in the aperture. Further, as the shutter 
once again moves to the right the light source is covered 
at time /e and an output voltage is no longer produced. 
As the shutter continues to move toward the right the 
pulse once again is produced when the shutter uncovers 
the light at time Of course, as the shutter is moving 
toward the right and then once again toward the left, the 
output pulse width will be longer than the initial output 
pulse until a time at which time the output pulse is no 
longer produced due to the blocking of the light source 
by the shutter. 

With the light source in position C, that is, the light 
source having moved along the y-axis with respect to the 
aperture, the narrow portion of the shutter will block the 
light source. Due to the narrow portion of the shutter 
blocking the light source, the output pulse width is wider 
than if the light source were in the center of the aperture. 
Referring now to FIG. 4(c), there is depicted the output 
voltages with the light source in position C in the aper- 
ture. The light source has moved to a position wherein 
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the portion of the shutter covering the aperture will be 
smaller. At time /q when the shutter is centrally positioned 
with respect to the aperture, no output signal is produeed; 
As the shutter oscillates in its normal pattern movement^ 
5 due to the smaller time duration that the shutter will 
cover the light source larger output pulse widths are pro- 
duced than for a centrally positioned light source while 
simultaneously smaller periods of no voltage output will 
be produced as the shutter covers the light source. Should 
10 the light source move along the y-axis in the opposite di- 
rection than that depicted by point C, the output voltage 
pulses would be smaller than that when the light source 
were centrally positioned in the aperture. 

With the foregoing in mind it becomes readily apparent 
15 that by shaping the shutter trapezoidally the time that 
the shutter first blocks the light source during its move- 
ment is an indication of the position of the light source 
along an axis perpendicular to the slope of the edge of 
the shutter. Further, the duration of time that no output 
20 pulse is produced is an indication of the position of the 
light source along an axis parallel to the altitude of the 
trapezoid. Thus, by comparing both the time when an 
output signal no longer occurs and the time duration of 
no output signal with a reference signal, the position of 
25 the light source in the plane of the position reference can 
be ascertained by conventional circuitry. As previously 
explained the light detector may then be repositioned so 
that the light source is once again in the center of the 
position reference. 

30 Referring now to FIG. 5, there is depicted an altifnatd 
embodiment of the shutter depicted in FIGS. 1 through 
3. The shutter of FIG. 5 comprises a trapezoidal section 
62 having attached thereto a pair of rectangular sections 
64, 66. The widths of the trapezoidal section are equal 
35 to the width of the rectangular sections to which they 
are joined, respectively. Use of the shutter of FIG. 5 
minimizes variations in output pulses. For example, with 
the use of the shutter of FIGS. 1-3 should the light source 
be positioned at the extremes of the aperture along the 
y-axis, either a large or small output pulse width, respec** 
lively, would be produced. 

In the embodiment of FIG. 5, should the light source 
move along the y-axis a substantial amount, a correetloil 
signal will be produced until the light source has returned 
45 to the center. Should the light source move in the vicinity 
of either of the rectangular sections the Output sigud 
produced by the detector would, of course# be the same 
at any portion of each rectangular section. The CorrCC* 
tional mechanism will then move the light detector SO 
5Q that the light source will once again be positioned to- 
ward the center of the aperture^ However, since the pur- 
pose of the invention is to position the light source in the 
center of the aperture, it is unnecessary to exactly deter* 
mine the position of the light source along the y*axis 
55 until the light source is positioned near the center of the 
aperture, that is, in the vicinity of the aperture covered 
by the trapezoidal section 62 of FIG. 5. By use of the 
rectangular sections connecting the trapezoidal section, 
if error signals dependent upon the pulse widths are used 
60 to correct the position of the vehicle, extremely large or 
extremely small output signals of the detector are not 
produced. Thus, the circuitry of the correctional device 
can be readily designed for a minimum of output pulse 
width variation. 

An embodiment of the light detector utilizing the shut- 
ter depicted in FIG. 5 has been built utilizing a 7-element 
refraction system F/1.2, 50 mm. focal length lens for an 
optical system. The field of view was 4® along the x-axis 
and 10° along the y-axis. The shutter was driven at a 
frequency of 20 cycles per second. For a light detector, 
a Dumont type K2185 10-stage photomultiplier was uti- 
lized. This photomultiplier has an S-11 response, silver 
magnesium dynodes, and a current gain of 1.25 x10^ with 
75 1250 volts excitation. 



Ihfi 4et^tox wm to l^ies 

th^ f:aii^. m iot^ii#ly Uom 1X1Q~^ t# 5xlQ~^^ watts 
per square centimeter and with a nomin^ ?^e of 
6Jm° K. 

Whil© th©. light det^tjpu hm hem 

with regard to apparatus wherein the light dete^^e? m npr 
positicmed so tha^t the light source rem^m m the center 
of the position reference^ it should he nn^tstood, of 
course, tMt the light detector cquM remain hmd ond out- 
put sign^ of the h^t detector used to deterndpe the 
position of. a moving hght source. 

While the aperture has been depicted as a rectangular 
opening, it should be understood, of course, that other 
configurations such as elliptical or circular openings copld 
he used. 

Further, while the shutter has been depicted both as a 
trapezoidal section and as a trapezoidal section intercon- 
necting a pair of rectangular sections, other shapes such 
as a triangular section could be utilized. 

It should be understood that the foregoing disclosure 
relates only to preferred embodiments of the invention 
and that it is intended to cover all changes and modifica- 
tions of the examples in the invention herein chosen for 
the purposes of the dis.elosure which do not constitute 
departures from the spirit and scope of the invention. 

What is claimed and desired to be secured by Letters 
Patent is: 

1. A light detection system contained in a housing fgr 
determining the position of a light source about a first 
and second axes of a space vehicle comprising : 

a light detectcwr mounted in said housing, said light 
detector comprising a photomultiplier tube having 
a photosensitive surface in a plane parallel to that of 
said first and second axes, said light detector having 
first and second output states, said first state being an 
output pulse when said light source is detected by a 
photosensitive surface and said second output state 
being a lack of an output signal when no light source 
is detected by said photosensitive surface; 

a position reference having a rectangular apoiture 
therein mounted on said photosensitive surface in a 
plane parallel to that of said axes; 

an optical system having a lens forming the outer sur- 
face of a portion of said housing and mounted in a 
plane parallel to that of said axes for focusing an 
image of said light source on said photomultiplier 
tube; and 

means for alternately allowing said light source to be 
blocked and passed to said photosensitive surface 
through said aperture comprising a shutter having a 
trapezoidal shaped portion and first and second rec- 
tangular shaped portions, each of said portions being 
in a plane parallel to that of said axes, the width 
of said first and second rectangular portions being 
equal to the width of the parallel sides of said trape- 
zoidal portion and being joined to the respective 
equal parallel sides, said shutter being interposed be- 
tween said optical system and said light detector, 
drive system means for oscillating said shutter along 
an axis parallel to that of said parallel sides of said 
trapezoidal portion and parallel to the narrow sides 
of said rectanglar aperture, said drive system being 
mounted on said housing, said shutter being con- 
nected by means of said pair of leaves to a drive 
system moimted in said housing, 

the time change of said light detector from one out- 
put state to the other of said output states and the 
time duration of said output states being indicative 
of the position of the light source along said first 
and second axes, respectively, when compared with 
a reference signal. 

2. A light detection system contained in a housing for 
determining the position of a light source about two axes 
of a space vehicle comprising; 


iltfctor coppri^jing ^ pl^tqpiql#jpHer tul^ haying a 
photosensitive surface, said lightjlqte^tqif h^v 
^ s^d s||tt§. qut- 

But m^m mi & the 

Wfe state 

j?eisg tecte p| mW mm^ m IMI is 
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iMxm mQUuigd m Bi|«^tpsp§§il|Ye'^^^ in a 
plant paTal^i Jo tba| 0 said qxe^; 
an optical system having a kfijs fojmjmjg putey sur- 
f^ct 0 i BP^pu of s|,id; hpu|ing and mounted in a 

dmQ »^i iku 0; ^ ^ 

toa^ 0 ^ %}it m phqtqiiirtllplier 

tube; and 

means fpr ^lternu|ely allowing saM to 

M bipqktd and pa^spd tp said pj^osensitiye si^ace 
through §aid %pertqrt U ^fettgr paying a 

ti^^ezpid^l sjbape in a Mupp B§jalM to ftaf of said 
^es, said ^huttpr feeing inttrppspd feefween said opti- 
cal system and said light detector, and megna fp? 
p^uSating said shutter aipng: m a?is of mpypment 
wfeiPfe i§ i>ar^llel to of ftp purallpl wdes of said 
trui^zpidnl Gutter and to % narrp^y sides 

of said rpGtaiigular ap^ture; 
the time ^Wge of §aid light detectpr frppi one output 
State tp the Qther of said putput staies ai^ ^e time 
duratipn of pjati^ut statps feeing indicati^^ 0 the 
position of t& light spurpe ajpng said first and sec- 
ond axes, respectively, when cqmpai^d with a ref- 
erence signal. 

3. 4 JigJit detePtipa system epntained fn a hpu^ng for 
determining the position of a light source abput a first and 
second axes of a space V^cle cpinpTi^ing; 

a li#d detectpr cpmpr|smg a photoipultiplier tube hav- 
ing a phptpsensitive surface, said fight detectpr hav- 
ing two putput states, the first state bemg an output 
pulse ydien said fight source js d^ected fey the photo- 
sensitive surface and the second putput state being a 
laclc of output signal no light spurcp is detected 
fey said pboto§en§itiye surface; 
an optical systquu a pprfipn 0 which forms an outer 
surface of said housing for focusing an image of said 
light source on said photomultiplier tube; mask 
means having an opening for permitting said light 
source image to reach said photomultiplier tube only 
over a predetermined area; and 
means for alternately allowing said light source to be 
blocked and passed to said photosensitive surface 
comprising a shutter having a trapezoidal shape in a 
plane parallel to that of said axes, said shutter being 
interposed between said optical system and said light 
detector, means for oscillating said shutter along an 
axis of movement parallel to that of said parallel 
sides of said trapezoidal shutter and over a region 
which includes the area of said mask; 
the time change of said light detector from one output 
state to the other of said output states and the time 
duration of the output states being indicative of the 
position of the light source along said first and sec- 
ond axes, respectively, when compared with a ref- 
erence signal. 

4. A light detection system for determining the posi- 
tion of a light source about two axes of a space vehicle 
comprising; 

a light detector comprising a photomultiplier tube hav- 
ing a photosensitive surface, said light detector hav- 
ing two output states, the first state being an output 
pulse when said light source is detected by the photo- 
sensitive surface and the second output state being 
a lack of output signal when no light source is de- 
tected by said photosensitive surface; 
an optical system for focusing an image of said light 
source on said photomultiplier tube; mask means hav- 
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ing an opening for permitting said light source image 
to reach said photomultiplier only over a predeter- 
mined area; and 

means for alternately allowing said light source to be 
blocked and passed to said photosensitive surface 5 
over time intervals determined by the location of said 
light source within the area of said mask means com- 
prising a shutter interposed between said optical sys- 
tem and said light detector having a variable width 
in a plane parallel to that of said axes, and means for jq 
oscillating said shutter over the area of said mask 
means opening whereby 

the time change of said light detector from one output 
state to the other of said output states and the time 
duration during which the variable width shutter 25 
blocks or allows the light source to pass to said light 
detector is indicative of the position of the light 
source along said first and second axes, respectively, 
when compared with a reference signal. 

5. A light detection system for determining the posi- 20 
tion of a light source about two axes of a space vehicle 
comprising: 

a light detector having two output states, the first state 
being an output pulse when said light source is de- 
tected, and the second output state being a lack of 26 
an output signal when no light is detected; 

an optical system for focusing an image of said light 
source on said light detector; and light detecting 
means for altering the time duration of said output 
pulses to be representative of the location of said 30 
light source including 

means for alternately allowing said light source to be 
blocked and passed to said light detector comprising 
a shutter having a variable width shape in a plane 
parallel to that of said axes, said shutter being inter- 35 
posed between said optical system and said light de- 
tector, a mask having a rectangular opening inter- 
posed between said optical system and said light de- 
tector, and means for oscillating said shutter across 
said opening whereby 

the time change of said light detector from one output 
state to the other of said output states and the time 
duration of said output states are indicative of the 


s 

position of the light source along said first and sec- 
ond axes, respectively, when compared with a ref- 
erence signal. 

6. A light detection system for determining the posi- 
tion of a light source about a first and second axes of a 
space vehicle comprising: 

a light detector comprising a photomultiplier tube hav- 
ing a photosensitive surface, said light detector hav- 
ing two output states, the first state being an output 
pulse when said light source is detected by the photo- 
sensitive surface and the second output state being 
a lack of output signal when no light source is de- 
tected by said photosensitive surface; 
an optical system for focusing an image of said light 
source on said photomultiplier tube; and 
means for blocking and passing said light source to said 
photosensitive surface for varying durations de- 
pendent upon the position of the light source along 
said first axis comprising a shutter having a variable 
width in a plane parallel to that of said first and 
second axes a mask with an opening therethrough 
having a constant width, and means for oscillating 
said shutter across the opening of said mask. 
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